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Camshaft Position Sensor

Spacer
Injector

Throttle Position
Sensor Connector

IAC Valve
Connector

Vacuum Hose

30 (306, 22)

� Gasket

Camshaft Timing
Oil Control Valve

Intake Manifold and
Throttle Body Assembly

N·m (kgf·cm, ft·lbf) : Specified torque
Non–reusable part�

Engine Wire

PCV Hose

Upper Heated
Insulator

Exhaust Manifold

Exhaust
Manifold Stay

PCV Hose

PCV Valve

Grommet

Ignition Coil

Spark Plug ECT Sensor

Delivery Pipe

x 5

Wire Harness Protector

Noise Filter

Engine Wire

Wire Bracket

Heated Oxygen
Sensor Connector

Vacuum Hose
Water Hose

Knock Sensor
Connector

Crankshaft Position
Sensor Connector

Oil Pressure
Switch Connector

Generator

Generator
Connector

Generator Wire

A/C Wire Harness

Exhaust
Manifold Stay

� O–Ring

� Grommet

44 (450, 32)

37 (377, 27)

Heated Oxygen Sensor

� Gasket

� Gasket

� Gasket

Ground Strap

Injector Connector

Ignition Coil
Connector

30 (306, 22)

Camshaft Timing
Oil Control Valve
Filter

25 (255, 18)

19 (190, 13)
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CYLINDER HEAD
COMPONENTS



A12828

Cylinder Head Cover

Gasket

23 (235, 17)

13 (133, 10)

No. 1 Camshaft Bearing Cap

Exhaust Camshaft

Camshaft Timing Sprocket

No. 3 Camshaft
Bearing Cap

Intake
Camshaft

Valve

Heater Hose
x 10

Cylinder Head

RH Engine
Mounting Bracket

Drive Belt Tensioner

Timing Chain

Chain Tensioner Slipper
Chain Tensioner

Upper Radiator Hose

� Gasket

Crank Angle
Sensor Plate

Chain Vibration Damper

Crankshaft Position Sensor

Timing ChainCover

� Oil Seal

Crankshaft
Pulley

x 6

Water Pump

N·m (kgf·cm, ft·lbf) : Specified torque
�Non–reusable part

Valve Lifter

Keeper

Spring
Retainer

Valve Spring

� Oil Seal

Spring Seat

x 3

PCV Hose

Valve Guide
Bushing

� O–Ring

Oil Dipstick
and Guide

� O–Ring

Knock Sensor
Connector

Crankshaft Position
Sensor Connector

VVT Timing
Sprocket

1st 49 (500, 36)
2nd Turn 90 °

See page EM–46

x 8

47 (479, 35)

29 (296, 21)

69 (704, 51)

9 (92, 80 in.·lbf)

138 (1,400, 102)

9 (92, 80 in.·lbf)

18.5 (189, 14)

54 (551, 40)
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